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Table 7. Maximum stage and discharge for period of record for streamflow-gaging stations having significant floods during
1970–89 in Delaware—Continued

Maximum stage and discharge for
period of record through 1994 Significant floods during 1970–89

Station
number
(fig. 30) Station name

Total
drainage

area
(mi2)

Period of
record

Water
year

Stage
(ft)

Dis-
charge
(ft3/s)

  Date
(month/

day/year)
Stage

(ft)

Dis-
charge
(ft3/s)

Regu-
lated

during
flood1

Recur-
rence

interval
(years)

01477800 Shellpot Creek at
Wilmington, DE

7.46 1945–94 1989 13.76 8,040 9/13/71
7/05/89

11.91
13.76

6,850
8,040

N
N

55
95

01478000 Christina River at Coochs
Bridge, DE

20.5 1943–94 1989 13.12 5,530 6/22/72
7/05/89

11.35
13.12

3,320
5,530

N
N

15
100

01478040 Christina River near Bear,
DE

40.6 1979–83,
1985–91

1989 14.34 7,500 7/05/89 14.34 7,500 N >100

01478500 White Clay Creek above
Newark, DE

66.7 1953–59,
1963–80

1972 13.77 10,200 6/22/72 13.77 10,200 N 70

01479000 White Clay Creek near
Newark, DE

89.1 1932–36,
1943–57,
1960–94

1989
1972

16.55
17.74

11,600
9,080

6/22/72
7/16/75
7/05/89

17.74
16.15
16.55

9,080
6,900

11,600

N
N
N

40
15
100

01480000 Red Clay Creek at
Wooddale, DE

47.0 1943–94 1975 10.32 5,010 7/21/75 10.32 5,010 N 30

01480100 Little Mill Creek at
Elsmere, DE

6.70 1964–80,
1989

1989 8.80 4,400 7/05/89 8.80 4,400 N 55-60

01481200 Brandywine Creek
tributary near
Centerville, DE

0.97 1966–75 1971 9.35 405 9/13/71 9.35 405 N 10

01481450 Willow Run at Rockland,
DE

0.37 1966–75 1971 12.70 620 9/13/71 12.70 620 N 15–20

01481500 Brandywine Creek at
Wilmington, DE

314 1947–94 1972 15.49 29,000 6/23/72
1/25/79

15.49
13.22

29,000
22,400

N
N

95
35

01482310 Doll Run at Red Lion, DE 1.07 1966–75 1973 8.51 360 7/15/73 8.51 360 N 10

01483200 Blackbird Creek at
Blackbird, DE

3.85 1952–53,
1955–94

1972 5.04 712 6/22/72 5.04 712 N 35–40

01483290 Paw Paw Branch tributary
near Clayton, DE

1.30 1966–75 1972 8.43 760 6/22/72 8.43 760 N >100

01483700 St. Jones River at Dover,
DE

31.9 1958–94 1960 9.45 1,900 2/26/79 8.40 1,340 Y 20

01483720 Puncheon Branch at
Dover, DE

2.30 1966–75 1975 6.39 520 7/13/75 6.39 520 N 35

01484100 Beaverdam Branch at
Houston, DE

2.83 1958–94 1960 5.55 176 5/30/84 4.60 149 N 15

01484270 Beaverdam Creek near
Milton, DE

6.10 1966–80 1979
1969

4.84
4.88

63
25

2/26/79 4.84 63 N 15

01484500 Stockley Branch at
Stockley, DE

5.24 1943–94 1994 5.52 303 2/26/79 5.01 217 N 20

01484550 Pepper Creek at Dagsboro,
DE

8.78 1960–75 1972 6.39 545 10/24/71 6.39 545 N 10

01487000 Nanticoke River near
Bridgeville, DE

75.4 1935,
1943–69,
1971–94

1979
1935

10.31
11.00

3,020
--

2/26/79 10.31 3,020 N 75

01488500 Marshyhope Creek near
Adamsville, DE

43.9 1935,
1943–68,
1972–94

1975
1935

13.19
14.50

3,700
--

7/13/75
5/30/84

13.19
12.65

3,700
2,800

N
N

30
15

01490470 Tappahanna Ditch near
Hartly, DE

5.93 1952–73 1972
1961

7.42
8.57

127
--

12/08/71 7.42 127 N 10

01490490 Beachy Neidig Ditch near
Willow Grove, DE

2.30 1966–75 1970
1967

4.81
8.46

76
67

4/15/70 4.81 76 N 15

Table 9. Maximum stage and discharge for period of record for streamflow-gaging stations having significant floods during
1970–89 in Delaware
[mi2, square miles; ft, feet above an arbitrary datum; ft3/s, cubic feet per second; --, not determined or not applicable; >, greater than; <, less than.
Source: Recurrence intervals calculated from U.S. Geological Survey data. Other data from U.S. Geological Survey reports or data bases]

1 Regulated during flood:  N, no; Y, yes.
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